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(w) Leak means any of several events
that indicate interruption of confine-
ment of vinyl chloride within process
equipment. Leaks include events regu-
lated under subpart V of this part such
as:

(1) An instrument reading of 10,000
ppm or greater measured according to
Method 21 (see appendix A of 40 CFR
part 60);

(2) A sensor detection of failure of a
seal system, failure of a barrier fluid
system, or both;

(3) Detectable emissions as indicated
by an instrument reading of greater
than 500 ppm above background for
equipment designated for no detectable
emissions measured according to Meth-
od 21 (see appendix A of 40 CFR part
60); and

(4) In the case of pump seals regu-
lated under § 61.242–2, indications of liq-
uid dripping constituting a leak under
§ 61.242–2.

Leaks also include events regulated
under § 61.65(b)(8)(i) for detection of
ambient concentrations in excess of
background concentrations. A relief
valve discharge is not a leak.

(x) Exhaust gas means any offgas (the
constituents of which may consist of
any fluids, either as a liquid and/or gas)
discharged directly or ultimately to
the atmosphere that was initially con-
tained in or was in direct contact with
the equipment for which gas limits are
prescribed in §§ 61.62(a) and (b); 61.63(a);
61.64 (a)(1), (b), (c), and (d); 61.65
(b)(1)(ii), (b)(2), (b)(3), (b)(5), (b)(6)(ii),
(b)(7), and (b)(9)(ii); and 61.65(d). A leak
as defined in paragraph (w) of this sec-
tion is not an exhaust gas. Equipment
which contains exhaust gas is subject
to § 61.65(b)(8), whether or not that
equipment contains 10 percent by vol-
ume vinyl chloride.

(y) Relief valve discharge means any
nonleak discharge through a relief
valve.

(z) 3-hour period means any three con-
secutive 1-hour periods (each com-
mencing on the hour), provided that
the number of 3-hour periods during
which the vinyl chloride concentration
exceeds 10 ppm does not exceed the
number of 1-hour periods during which

the vinyl chloride concentration ex-
ceeds 10 ppm.

[41 FR 46564, Oct. 21, 1976, as amended at 42
FR 29006, June 7, 1977; 51 FR 34908, Sept. 30,
1986; 55 FR 28348, July 10, 1990; 65 FR 62151,
Oct. 17, 2000]

§ 61.62 Emission standard for ethylene
dichloride plants.

(a) Ethylene dichloride purification.
The concentration of vinyl chloride in
each exhaust gas stream from any
equipment used in ethylene dichloride
purification is not to exceed 10 ppm
(average for 3-hour period), except as
provided in § 61.65(a). This requirement
does not preclude combining of exhaust
gas streams provided the combined
steam is ducted through a control sys-
tem from which the concentration of
vinyl chloride in the exhaust gases
does not exceed 10 ppm, or equivalent
as provided in § 61.66. This requirement
does not apply to equipment that has
been opened, is out of operation, and
met the requirement in § 61.65(b)(6)(i)
before being opened.

(b) Oxychlorination reactor. Except as
provided in § 61.65(a), emissions of vinyl
chloride to the atmosphere from each
oxychlorination reactor are not to ex-
ceed 0.2 g/kg (0.4 lb/ton) (average for 3-
hour period) of the 100 percent ethylene
dichloride product from the oxychlor-
ination process.

[51 FR 34909, Sept. 30, 1986, as amended at 65
FR 62151, Oct. 17, 2000]

§ 61.63 Emission standard for vinyl
chloride plants.

An owner or operator of a vinyl chlo-
ride plant shall comply with the re-
quirements of this section and § 61.65.

(a) Vinyl chloride formation and pu-
rification: The concentration of vinyl
chloride in each exhaust gas stream
from any equipment used in vinyl chlo-
ride formation and/or purification is
not to exceed 10 ppm (average for 3-
hour period), except as provided in
§ 61.65(a). This requirement does not
preclude combining of exhaust gas
streams provided the combined steam
is ducted through a control system
from which the concentration of vinyl
chloride in the exhaust gases does not
exceed 10 ppm, or equivalent as pro-
vided in § 61.66. This requirement does
not apply to equipment that has been
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